
PL-8000M 1.6T | 2×800G Muxponder
High-density optical transport for AI, DCI, metro, and managed services.

Compact platform for flexible aggregation of 100GbE and 
400GbE services for rolling out 800G wavelengths and 
securing high-capacity optical transport.

Empower your team. 
Build the future — your way

Carry the same capacity with 
fewer channels.

>50% Fewer 
Wavelengths

Carry the same capacity with 
fewer channels.

Lower Power Per Tb

Reduce module count and 
simplify deployment.

Cuts Coherent Optics 
by at Least Half

Deliver 10 x 800G transport 
capacity in a compact platform.

Up to 8T in 1U

Platform Highlights
•	Integrated 1U - mux/demux, EDFA, and optical switch 

•	Pay-as-you-grow expansion - without added licenses on services, ports or features.

•	Open optical demarcation - interoperability across third-party equipment.

•	Secure by design - encrypted 100/400/800GbE transport with Layer-1 GCM-AES-256 
encryption and key exchange support.

As capacity per wavelength 
increases

Lower Cost Per Bit
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Practical 800G Migration
800G migration is about more than higher-speed wavelengths. PL-8000M helps operators lower cost 
and power per bit while scaling transport with flexible 100G/400G service aggregation, clear client-to-
optical demarcation, embedded encryption, and seamless DWDM integration.

PL-8000M at a Glance
Capacity Up to 1.6Tbps in 1U

Architecture 2 × 800G muxponder/transponder

Line-side 2 × 800G CFP2-DCO

Services 100GbE / 400GbE / 800GbE

Client options per slice 8 × 100GbE QSFP28 form factor, 2 × 400GbE QSFPDD, or 1 × 800GbE QSFPDD

Optical options Mux/demux, EDFA, OLP, optical switch

Protection Facility protection using integrated optical switch or OLP per uplink

Security Layer-1 GCM-AES-256 encryption, key exchange, QKD support

Management In-band GCC, out-of-band OSC, optional OSC OTDR SFP, SNMP, REST, NETCONF, CLI, LightWatch NMS

Operations Hot-swappable PSU and fan, field-replaceable parts, hitless dual-image software upgrade

Choose the Right Path

Long-term scalability 
and efficient mixed- rate 
spectrum use.

Flex-Grid Evolution
For phased migration while 
maintaining current services.

Hybrid Spectrum Split
100GbE QSFP28: LR4, ER4, SR4, 
ZR4, CWDM4, FR1, DR1  
400GbE QSFP-DD: LR8, SR8, 
FR4, DR4, DR+, LR4

Client Interfaces 


